
 

70 North First Street • Campbell, CA 95008-1423 • TEL (408) 866-2140 • E-MAIL planning@campbellca.gov 

 
 

CITY OF CAMPBELL 
Community Development Department 

 

COURTESY NOTICE OF NEW PLANNING APPLICATION 
 

June 30, 2022 
 

Dear Campbell Resident, 

The following provides a brief description of a proposed project in your neighborhood. As a courtesy 
notice, this letter is intended to provide members of the public an early opportunity to become engaged 
in the planning process. If you should have any questions about the project, the contact information of 
the Project Planner has been provided below. Alternatively, you may visit the Planning Division to view 
the project plans. Before a decision is reached you will receive a formal notice providing another 
opportunity for public comment. 

 
Project Address:  1656 Adrien Drive 
Zoning | Area Plan:  R-1-6| STANP 
Neighborhood Association(s):  STACC 
File No.: PLN-2022-74 
APN:  403-44-015  
Applicant:  Vinit Mistry 
Property Owner:  Shreyas Kher 
Application Type:  Admin. Site and Architectural Review Permit 

Project Description:  Admin. S/A Review Permit to allow the construction of a 662 square-foot addition to 
an existing single-family residence. 

 
 
 
 
 
 
 
 
 
 
 
 

 

Project Planner: Larissa Lomen, Assistant Planner 
Email Contact: larissal@campbellca.gov  
Phone Contact: (408) 866-2144 
Note: This is a courtesy notice to all property owners within 300-feet of the project 

address. Applications may change after initial application submittal. To view the 
project plans, please scan the QR code: 

mailto:larissal@campbellca.gov
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GENERAL NOTES ALL DETAILS AND DIMENSIONS ON THESE DRAWINGS SHALL BE VERIFIED AT THE CONSTRUCTION SITE BY THE CONTRACTOR., AND ANY DISCREPANCIES BETWEEN THE PLAN AND SITE CONDITIONS SHALL BE PROMPTLY REPORTED TO THE DESIGNER OR ENGINEER OF RECORD. SHOULD ANY ERRORS OR INCONSISTENCIES APPEAR OR OCCUR IN THE DRAWING, THE CONTRACTOR BEFORE PROCEEDING WITH THE WORK, SHALL NOTIFY THE OWNER AND DESIGNER OR ENGINEER OF RECORD FOR PROPER ADJUSTMENT, AND IN NO CASE SHALL PROCEED WITH THE WORK IN UNCERTAINTY.   NO CHANGE OR ALTERATION OF DESIGN OR PLAN SHALL BE MADE WITHOUT THE APPROVED CONSENT FROM ENGINEER OF RECORD OR DESIGNER. THE DESIGNER SHALL NOT BE RESPONSIBLE FOR SUCH CHANGES OR ALTERATIONS MADE BY OR AGREED UPON BETWEEN THE OWNER AND CONTRACTOR  ALL WORK SHALL COMPLY WITH THE REQUIREMENTS OF LOCAL, COUNTY AND FEDERAL AGENCIES HAVING JURISDICTION. SAFETY METHODS AND TECHNIQUES ARE THE SOLE RESPONSIBILITY OF THE CONTRACTOR. IN PROCURING ALL ITEMS USED IN THIS WORK, IT IS THE CONTRACTOR'S RESPONSIBILITY TO VERIFY THE DETAILS REQUIREMENTS OF THE SPECIFICALLY NAMED CODES AND STANDARDS TO VERIFY THAT THE ITEMS PROCURED FOR USE IN THIS WORK MEET OR EXCEED THE SPECIFIED REQUIREMENTS. OWNER APPROVAL IS REQUIRED FOR ALL MATERIAL CHOICES.   DIMENSIONS SHALL TAKE PRECEDENCE OVER THE SCALE ON THE DRAWINGS. WHERE NO DETAILS ARE SHOWN, CONSTRUCTION SHALL CONFORM TO SIMILAR WORK ON PROJECT.   NOTES AND DETAILS SHALL TAKE PRECEDENCE OVER GENERAL NOTES. AND TYPICAL NOTES  THESE DRAWINGS AND SPECIFICATIONS REPRESENT THE FINISHED STRUCTURE. THEY DO NOT INDICATE THE METHOD OF CONSTRUCTION. THE CONTRACTOR SHALL PROVIDE ALL MEASURES NECESSARY TO PROTECT THE STRUCTURE DURING CONSTRUCTION. SUCH MEASURES SHALL INCLUDE BUT NOT BE LIMITED TO BRACING AND SHORING FOR LOAD DUE TO CONSTRUCTION EQUIPMENT; ETC.   THE CONTRACTOR IS RESPONSIBLE FOR ALL JOB SITE CONDITION SAFETY OF PROPERTY AND PEOPLE DURING THE COURSE OF THE PROJECT, NOT JUST DURING WORKING HOURS. THE CONTRACTOR SHALL DEFEND AND HOLD HARMLESS THE DESIGNER OR OWNER FROM ANY LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH PERFORMANCE OF WORK ON THIS PROJECT, EXCEPT FOR LIABILITY THROUGH DIRECT NEGLIGENCE OF THE OWNER OR DESIGNER
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Architecture note 1) The architectural site plan is provided for building and site work layout only, the The architectural site plan is provided for building and site work layout only, the contractor shall verify on-site all grades, existing improvements, property lines, set back utilities and such structures. All discrepancies shall be immediately discussed with Architect.  2) Finish grade shall provide positive drainage away from building.  Finish grade shall provide positive drainage away from building.  3) Irrigation system has to be provided for landscape purpose. Irrigation system has to be provided for landscape purpose. 4) On construction shall exceed the latest addition of codes approved by local On construction shall exceed the latest addition of codes approved by local building officials, this shall include the uniform building code, national electric code, uniform plumbing code, and all other health and safety codes. Ordinance and requirements adopted by governing agencies notify the architect any violation of code immediately. 5) It is the responsibility of the contractor to select, verify, resolved and install all It is the responsibility of the contractor to select, verify, resolved and install all materials and equipments as needed for job. 6) The architect will not be observing the construction of this project. The The architect will not be observing the construction of this project. The contractor is solely responsible for the quality control and construction standard for this project. Architect is NOT responsible for any monitory loss to anyone and for anything including this & any approved or non approved set of drawings. 7) All the sub-contractors shall do their best and professionally to coordinate their All the sub-contractors shall do their best and professionally to coordinate their works with each other, notify General Contractor any discrepancy and difficulty. 8) Where the construction details are not shown Or noted for any part of the work, Where the construction details are not shown Or noted for any part of the work, the details shall be the same as for other similar work.  9) Written dimensions take precedence over skill dimensions. Field verify all cabinets Written dimensions take precedence over skill dimensions. Field verify all cabinets space and fix glass sizes appliances fixtures equipments etc clearances.  10) Contractors proposal includes on the side project management and field Contractors proposal includes on the side project management and field supervision as required to maintain a safe and efficient work place.
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Shower Pan Shower pan dimensions including a minimum area of 1024 sq. in. and minimum finish dimension of 30" in any direction. Shower door shall open so as to maintain not less than a 22" unobstructed opening for egress. (CPC 408.6)
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Tempered Glazing (CBC 2406.4,2403.1 & CRC 308.1, R308.4) Tempered Glazing shall be installed in the location listed below. Tempered Glazing shall be permanently identified by a manufacturer marking that is permanently applied and can  not be removed without being destroyed.(e.g. sand blasted, acid etched, ceramic fired, laser etched, or embossed.) Within a portion of wall enclosing a tub/shower where the bottom exposed edge of the glazing is less than 60" above the standing surface and not drain inlet. Within 60" of a tub/shower where the glazing is less than 60" above walking surface. Glazing on the hinge side of an in-swing door that is installed perpendicular to a door in a closed position and within 24" of the door.
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  Protected trees designated for preservation shall be protected during  Protected trees designated for preservation shall be protected during construction of a project by use of the following methods:      (a)    Protective fencing shall be installed no closer to the trunk than the dripline, and far enough from the trunk to protect the integrity of the tree. The fence shall be a minimum of four feet in height and shall be set securely in place. The fence shall be of a sturdy but open material (i.e., chain link) to allow visibility to the trunk for inspections and safety.      (b)    The existing grade level around a tree shall normally be maintained out to the dripline of the tree. Alternate grade levels, as described in the tree protection plan, may be approved by the director of community development.      (c)    Drain wells shall be installed whenever impervious surfaces will be placed over the root system of a tree (the root system generally extends to the outermost edges of the branches).      (d)    Pruning that is necessary to accommodate a project feature, such as a building, road or walkway shall be reviewed and approved by the department of community development and the department of public works.      (e)    New landscaping installed within the dripline of an existing tree shall be designed to reproduce a similar environment to that which existed prior to construction. (Ord. 2623-99 § 1; prior zoning code § 19.81.130).
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